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MIPRO TRUE DIGITAL 
 
 

Innovation · Reliability · Performance 

• Premium cardioid condenser capsule with 
industry standard thread configuration 

• 3 selectable mute settings; auto, manual or 
disable 

• Multifunction backlit LCD 
• 13 hours - 1 ICR 18500 rechargeable battery         

or 2 AA  alkaline batteries 
• USB Type-C charging port 
• Aluminum polymer laminate housing  
• AF metering  
• Selectable RF output 
• Selectable gain settings 
• Selectable low cut 
• Selectable limiting 
• Steel grill with fine metal mesh interior  
• Locking power switch 
• Extremely low handling noise 
• Superior off axis and pop characteristics 
• Optional color bands for identification 

ACT-800H Digital Encryptable Handheld Microphone 

Frequency Band 5UA: 480~554 MHz  
5NU: 554~608 MHz  

Antenna Built-in 

RF Power Output 10mW/50mW (switchable) 

Encryption 256 bit 

Oscillation Mode PLL Synthesized 

Frequency Stability ≦±0.005% (-10~+60℃) 

Modulation Type Digital  

Spurious Emission <4 nW 

Audio Compression DSP Inertial Coding 

Capsule Premium cardioid condenser, industry standard thread configuration 

Battery 1 ICR 18500 rechargeable lithium battery OR 2 AA alkaline batteries 

Battery Life 13 hours 

Dimensions 51(Ø)×268(L)mm / 2(Ø)×10.5(L)" 

Weight Approx. 328g / 11.6oz, excluding battery 

Specifications  

ISO9001 Certified 


